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DK-PG CABLE GLAND WITH THREAD "PG"
KABELVERSCHRAUBUNG MIT GEWINDE "PG"

DŁAWNICA KABLOWA Z GWINTEM "PG"

DK-PG-9-S1 DK-PG-11-S1 DK-PG-16-S1 DK-PG-21-S1

DK-PG-29-S1 DK-PG-42-S1DK-PG-36-S1 DK-PG-48-S1

kod EAN opakowanie*

wymiary [mm]

dla przewodu
[mm]

D1 D2 L1 L2 L3 B1

E45-DK-PG-7-S/1 5900280964595 100 10.9 8.1 10.4 14.5 10.5 6.4 3.5 - 6

E45-DK-PG-9-S/1 5900280964601 100 15.3 12.2 9.9 15.8 17.2 8.2 4 - 8

E45-DK-PG-11-S/1 5900280964618 100 17.9 14.6 10.6 15.5 17.5 10.8 5 - 10

E45-DK-PG-13.5-S/1 5900280964625 100 20.2 16.2 10.3 17.8 17.9 13.3 6 - 12

E45-DK-PG-16-S/1 5900280964632 100 21.3 18.3 11.2 18.5 20.5 14.1 10 - 14

E45-DK-PG-21-S/1 5900280964649 100 26.9 21.8 11.6 18.7 23.1 18 13 - 18

E45-DK-PG-29-S/1 5900280964656 50 35.1 29.8 12.4 22.6 24.8 25 18  - 25

E45-DK-PG-36-S/1 5900280964663 20 44.7 37.1 12.6 25.1 26.1 33.8 22 - 32

E45-DK-PG-42-S/1 5900280964670 20 50.4 43.3 17.3 26.5 30.5 39.5 30 - 38

E45-DK-PG-48-S/1 5900280964687 10 56.1 48.2 20.9 28.1 31.5 44.2 34 - 44

* sprzedaż wyłącznie w opakowaniach zbiorczych

+85°C

-40°C

IP68

UL94-V2

PA66


